
NEW CAPABILITIES 
A new generation feeder house significantly increases the harvester 
functionality and operational comfort when cutting different crops. Basic 
configuration features a hydraulic multicoupler, adjustable tilt angle 
for higher performance and ease of cutting all crops without the need 
to convert, with quick connection of headers (headers weighing up to 
4,500 kg). The power to the header drive was increased by more than 
1.5 times to 120 kW to properly handle 12‑row corn headers. The feeder 
house has a large stone trap. The pivot‑mounted conveyor provides 
a better feed throughput in high‑yield crops, and reduces the risk of 
repair during the operation on stony soils.

ENGINE SYSTEM
The TORUM 785 comes with YaMZ 65804  engine. Powerful and compact, 
these engines have good specific fuel rate and torque backup. The air 
cleaning system uses an air intake screen with forced rotation (by a hy‑
draulic motor), which significantly reduces the maintenance effort. The 
special rotating vane between the coolers provides their self‑cleaning 
thereby increasing useful operating time.

WHAT’S BEHIND PRODUCTIVITY
To get better productivity (in excess of 100 t/h), especially on high‑yield 
corn, bigger grain auger, grain elevator, grain tank filling auger and lower 
grain tank cross auger were used. In addition, the transmission hydraulic 
drive has now 25 % more power. The machine will now run fast in the 
second gear with a full grain tank even on the rolling ground.

MANAGE STRAW EASILY
The guide vane motors allow you to easily control the spread width from 
the cab. You can watch the spread process in the rear‑view power mirrors.
To reduce fuel and chopper knife replacement costs, the combines are 
fitted with heavy‑duty knives (min. 30 % longer life) versus standard.

WORK IN EXTREME CONDITIONS
For tough conditions, a 4WD version will come in handy. An important 
advantage of the 4WD version is adjustable rear wheel track spacing and 
height. For the farms looking to reduce the ground pressure, or for tough 
harvesting conditions, the basic configuration allows fitting replaceable 
half‑tracks instead of wheels.

SAVE TIME ON MAINTENANCE
Always clean coolers. The rotating vane makes the coolers virtually main‑
tenance‑free. You will only need to make sure the coolers are clean. An 
automatic centralised lubrication system is available as option to reduce 
the maintenance effort, since this system will deliver the lubricant to 23 
points every day at preset intervals.

NEW LUXURY CAB
TORUM 785 harvesters come with the new Luxury Cab. To begin with, 
the new Luxury Cab differs from the proven Comfort Cab II in size, being 
almost 2m wide. Therefore, the cab volume increased nearly 1.5 times to 
4 cub. m, with a glazing area of over 5 sq. m. New climate control system, 
improved cab suspension and noise insulation system, large air suspen‑
sion operator seat, additional larger seat, electrically adjusted and heated 
rear‑view mirrors, and increased beverage cooler capacity.
Adviser IV voice information system and Agrotronic agromanagement 
platform in base. For the operator’s comfort, the combine is equipped 
with bright LED lights, this is a new spec standard for high‑performance 

machines. Optional systems are available to boost your productivity:
Tailing Return Assessment System. This offers a convenient way to 
monitor operation of the threshing and cleaning systems. The amount 
of incoming material is displayed in Adviser IV as absolute and relative 
values.
Adaptive Cruise Control. The system automatically control the machine 
ground speed depending on crop yield, engine load, thresher and shoe 
losses, tailing return percentage, based on operator settings, in any of 
two modes:
– constant pre‑set speed;
– constant pre‑set feeder house load, with ground speed being adjusted 
automatically for consistent thresher loading in varying field conditions.
Longitudinal slope compensation system (4D). The system reduces 
losses by automatically adjusting the cleaning fan speed and the louvers 
clearance of upper sieve and extension. Thus we compensate the longi‑
tudinal field slopes.

FAST UNLOADING
The clean grain goes into the 12,000L grain tank. This capacity increases 
the performance by reducing the unloading cycles. The unload rate 
is 120 L/sec, the full grain tanker is discharged within 2 minutes. The 
unloading auger length is 6.5m, the unload height is 4.74m, the reach 
angle being 105 degrees. This allows an easy unloading of grain into 
any trucks and trailers. When harvesting rice, you can unload it without 
leaving the bay. An unloading and rear view video monitoring system 
is available as option for a greater ease of 
movements.

785
Headers
POWER STREAM1 grain header,7/9 m 

Cutterbar drive based on planetary gear 
case 

Knife speed [stroke/min] 1,180

Reel‑to‑ground speed synchronisation 
system 

ACTIVE STREAM 540/630/690/780 header 
with hydraulic table extension 0...700mm, 
5.4/6.3 /6.9/7.8/9.4m



POWER STREAM II  540/630/690/780/940 
header with mechanical table extension 
0...250mm, 5.4/6.3/6.9/7.8/9.4m



FLOAT STREAM 700/900 close‑cut header 
with flexible cutterbar, 7/9 m 

DRAPER STREAM 900 draper header, 9 m 

CORN STREAM 870/875/1270 corn header, 
8 rows (70/75 cm row spacing), 12 rows (70 
cm row spacing) 



FALCON 870/875/1270/1275 sunflower 
header, 8/12 rows 

SUN STREAM 1050/920/780 sunflower 
header, 10.5/9.2/7.8 m 

SWA PICK 342/432 windrow pickup, 
3.4/4.3m 

Electrohydraulic ground contour following 
system 

Multicoupler 

Crop lifters 

Header trailer 

Cart hitch 

Feeder house

Type chain‑and‑slat, with accelerator
and adjustable for/aft tilt

Rugged design 

Stone trap 

Electrohydraulic ground contour following 
system 

Multicoupler 

Thresher
Thresher width [mm] 1,500
Stone trap 

Advanced Rotor System (ARS)3 

Rotor diameter [mm] 762
Total rotor length [mm] 3,200
Rotor drive hydromechanical
Rotor speed [rpm] 250 to 1,000
Concave wrap angle [deg.] 360

Total threshing and separation area [sq. m] 5.40

Cleaning sieve area [sq. m] 5.20

Cleaning fan speed [rpm] 335 to 1,050
In‑cab electrical adjustment of sieves 

Self‑contained rotor‑type rethresher 
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Combine Harvester
TORUM 785

Grain tank with unloader
Grain tank capacity [L] 12,000

Minimum unload rate [L/s] 120
Unload height [mm] 4,740
Vibrating agitators 

Attachments for cop residue
management

2‑speed chopper/spreader,
integrated chaff spreader

Spread width adjustable from cab 

Cab
Luxury Cab4 specification 

Adviser IV5 information system 

Automatic guidance system 

Yield and moisture mapping system 

Unloading area and rear view video
monitoring system 

Automatic Centralized Lubrication
System 

Tailings return assessment system 

RSM AutoCrop 

4D Fore/Aft Levelling System 

Agrotronic agromanagement platform 

Ground drive
Transmission hydrostatic
Transmission 3 speeds
Road speed [km/h] 0 to 25
Drive wheel tyre type 900/60R32
Rear wheel tyre type 500/70R24    500/85R24
Removable tracks 

AWD 

Engine
Manufacturer/model YaMZ 65804 
Power rating [kW (h.p.)] 375 (510)
Fuel tank capacity 1000
Fuel meter system 

Air compressor 

Overall dimensions and weight
Length/width/height (in the transport
position, without header) [mm] 11,233/3,899/3,984

Weight (standard version, without
header and fuel) [kg] 19,000±500

 standard  option
1  POWER STREAM is an all‑crop grain header with an extended table, a 

hydraulically operated reel and a header reverser controlled from the cab.
2  AFH is an Active Feeder House with a front tine beater (for rice and other 

grain crops).
3  ARS is an axial rotor with rotary concave, continuously variable transmission.
4  Luxury Cab is a spring‑mounted air‑proof two‑seat cab with audio fittings, 

improved noise insulation, an air conditioner, a heater, a beverage cooler, an 
operator seat with an integrated control panel.

5  Adviser IV s a voice information system built on a color touchscreen display 
with radio and USB stick compatible, and with Agrotronic agromanagement 
platform connectivity.

Rostselmash reserves the right to improve certain characteristics of its 
products without a prior notice.

GENTLE THRESHING FOR ANY APPLICATION
TORUM: ultimate performance. It can averagely harvest 
over 2,000 ha per season. Thanks to the proprietary 
Advanced Rotor System (ARS) threshing system, TORUM 
can perfectly handle even wet and weedy material. It is 
equipped with advanced automation systems that ensure 
the efficient harvesting regardless of operator’s skills.
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