
CAB – COMFORT AND CONVENIENCE
Now the operator will be able to spend more time in the field thanks 
to a new improved cab that provides a perfect 360-degree panoramic 
view, the area of glazing being 6.9 sq. m. The absolutely new control 
panel integrated in the right armrest allows monitoring all the tractor 
functions. The keys have symbols in the form of easily readable icons 
and simple operation algorithms that do not require an additional 
training for the operator. The semi-automatic air suspension of the 
operator seat with 11 adjustments allows selecting the best comfort-
able work mode.

DRAWBAR
The drawbar attachment point is located directly behind the tractor 
articulation joint. The swinging drawbar hitch with a 51mm pin is de-
signed to attach wide trailed implements. The hitch height cannot be 
changed. The hitch can be locked in five positions from side to side.

AFTERSALES SERVICE
There is usually not enough time for maintenance, and every minute 
counts during field operations. Routine maintenance extends the 
tractor service life, reduces the downtime of machinery and the cost 
of ownership. Many engineering solutions were developed to allow a 
comfortable maintenance. The sight holes allow a quick check of the 
fluid level. The front grille opens outwards easily for convenient clean-
ing, filling, inspection of engine coolers, transmission, air conditioner, 
fuel cooler. Everything is designed to make the operator’s work easy 
and save time.

3485 DT 3535 DT 3575 DT

Engine

Engine model Cummins QSX15

Engine type turbocharged aftercooled 6-cylinder 
diesel engine

Displacement 15L

Engine power 492 h.p. (362 
kW)

542 h.p. (399 
kW)

583 h.p. (429 
kW)

Extra power reserve 7% @1,800 rpm 8% @1,800 
rpm

Maximum engine peak power 527 h.p. (388 
kW)

579 h.p. (426 
kW)

628 h.p. (462 
kW)

Torque backup 35% @1,400 rpm 30% @1,400 
rpm

Torque rating (2,100 rpm) 1,645 Nm 1,814 Nm 1,950 Nm

Maximum torque (1,400 rpm) 2,219 Nm 2,449 Nm 2,542 Nm

Fuel system

Capacity of fuel tanks 1,540L

Fuel filter 

Transmission

Powershift Transmission
CAT TA22 16х4 automatic transmission, 

electrohydraulic, synchronised, oil batch 
cooling, multi-disk clutch

Maximum speed 35 km/h

Speed radar 

Axles

External planetary gears heavy-duty

Lock of front and rear differentials 

Brakes dual disk brakes with dry calipers

Hydraulic brake of the trailer 

Hydraulics

Type closed center load sensing

Flow  – 303 L/min
 – 208 L/min

Electrohydraulic remote valves 
(raise, lower, neutral, float 
positions, constant flow with 
programmable time delay; 
adjustable flow up to 130 L/min 
per section)

 – 6 pairs of 1/2” couplers 
 – 4 pairs of 1/2” couplers

4 No. of 1" couplers with 2 No. of 
1/2” coupler for case drain line (for 
air seeders)



Power Beyond kit (couplers for 
supply line, return line and LS 
pump pilot pressure line)



Maximum system pressure 197 bar (2,900 psi)

Electrical system

Alternator 12V 160A alternator

Batteries 4 No. of 12V maintenance-free battery, 
950 CCA
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POWERFUL ENGINES BY CUMMINS®
The tractors feature the time-tested 15-litre Cummins QSX 15 engine 
that was specially designed for agricultural machines, adapted to oper-
ation in tough conditions. This engine has a high power with a mini-
mum fuel consumption, which guarantees you fuel savings up to 10 % 
depending on the type of operation.

FUEL TANKS
A new tractor is second to none in terms of the output per shift, the 
capacity of two fuel tanks being 1,540 L, the filler necks fitted on both 
sides of the tractor. This allows the new 3000 DT tractors to spend even 
more time in the field and to till up to 400 ha between refills.

AXLES
To transfer a high torque with minimum losses to the track drives, 
3000 DT tractors use a external final drive that has proven itself more 
than once as one of the best solutions in agricultural mechanical 
engineering.

POWERSHIFT® AUTOMATIC TRANSMISSION
The ideal operation speed required to fulfil a set task is provided by the 
automatic transmission CAT TA 22 with 16 forward and 4 reverse gears. 
Gears are shifted with one lever, with the clutch pedal unused.
The automatic transmission Power Shift supports the following modes:
•  power shifting without interruption of power flow
•  automatic shifting
•  programmable shifting.

ARTICULATION OF FRAMES
60 and 80mm heavy-duty articulation pins ensure a strong connec-
tion. This simple, but technically correct arrangement was designed 
for operation under any load, the more so because the versatility and 
power of tractors allow handling the hardest agricultural activities. The 
articulation joint improves the tractor floatation in difficult and uneven 
field areas as compared with two-track tractors.

TRACK DRIVE
This machine causes 3 times less soil compaction (versus a single-tyre 
tractor). The implement can be 15-20 % wider. 3000 DT is fuel-efficient 
and do no harm to the soil. The track drive system is one of the most 
advanced chassis in the industry. 3000 DT tractors use the systems that 
reduce wear of the track drive by decreasing friction and heating. The 
large drive wheel engages at 81°, and wide grousers on the 22cm track 
prevent track spinning, thereby extending the track life and saving 
fuel. The tandem roller frame design with 2 degrees of freedom allows 
us to achieve an optimum weight distribution, lower vibrations and 
greater comfort for the operator. You will hardly ever notice any minor 
irregularities.

HYDRAFLOW HYDRAULIC SYSTEM
The HydraFlow® closed center load sensing system provides the 
required pressure for an efficient operation of implements and trailed 
implements. When there is no demand, the system operates in an eco-
nomical low-pressure mode, building up a reserve to deliver all power. 
The standard hydraulic system flow is 303 L/min. A hydraulic system 
delivering 208 L/min is available as option. 4 1” couplers, case drain 
coupler, Power Beyond kit come as standard equipment required for 
hooking up most of air seeders.



RSM 3485 DT
RSM 3535 DT
RSM 3575 DT 
Tractors

  standard        option

ROSTSELMASH reserves the right to improve individual characteristics  
without prior notice.

Lighting

Front - 4 LED work lights on hood, 2 road 
lights on bolster,

2 front LED work lights on fenders, 4 LED 
work lights on cab;

Rear - 4 LED work lights on fenders, 4 LED 
work lights on cab

3-point hitch

Rear hitch, lift capacity  – CAT IV, 6,800 kg @ 610mm from hitch 
point

Cab

Equipment

high-comfort two-seat cab (includes 
semi-active air-suspended operator seat, 

trainer seat, rear-view mirror electric drive, 
monitor attachment pipe, cooled box, 

audio fittings, front and rear sun blinds, 
multifunction armrest with joystick, 8.7” 

color touchscreen monitor)

Cab volume [m3] 3.6

Glazed area [m2] 6.9

Agrotronic agromanagement 
platform 

GPS/GLONASS Autopilot 

Swinging drawbar 

Vertical load 4,082 kg

with heavy-duty drawbar installed 5,443 kg

Hitch pin 51mm (2") with automatic 
hitch

70 mm 
(2.75") 

(51mm (2") 
- )

PTO 

Power take-off shaft 44.5mm 20-spline 1000rpm output shaft

Tracks

Track width [in. (mm)]  – 30 (762);  – 36 (914)

Contact area with 762mm tracks 
[m2] 5.5

Contact area with 914mm tracks 
[m2] 6.6

Dimensions

Length (without front weights) 
[mm] 7,930

Height [mm] (over exhaust pipe) 4,000/4,000

Width with 762mm tracks [mm] 3,700

Wheelbase - length [mm] 3,900

Track width [mm] 2,480

Minimum turn radius (from front 
axle mid-pint) [m] 11.5

Weight

Maximum tractor operating weight 
[kg] 30,450

EFFICIENCY FOR ANY APPLICATION
RSM 3000DT Series (492-583 h. p.) are powerful tractors for 
power-consuming operations. This series includes various 
versions. These machines are absolute leaders in terms of 
fuel efficiency. If compared with other similar machines, 
the fuel economy varies from 5 to 10 per cent depend-
ing on conditions. High performance results in a reduced 
number of passes per hectare, while the standard twin-tyre 
configuration reduces the ground pressure, meaning less 
damage to the most fertile upper soil layer.
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