
ENGINE SYSTEM
The DON 680М is equipped with a turbocharged 8‑cylinder engine. 
The compact V‑type cylinder arrangement allowed to place the 
engine crosswise. The transversal arrangement enables the most 
efficient torque transfer to the machine’s harvesting units.
Power is taken directly off the engine, which significantly simplifies 
the engine system design. The fuel consumption is 430 g per tonne 
of silage. The fuel tank capacity is sufficient for 11 operation hours.

CORN KERNEL PROCESSOR
The DON 680M comes with a kernel processor in base, without 
it there’s no way of getting a high‑quality corn silage. The unit 
crushes corn kernels to the size required for the proper process. 
Meeting these requirements guarantees that you get feed with 
a high content of nutrients and a higher calorific value.

FEEDING SYSTEM
When safety sensors trip, material feeding into the chopper 
instantly stops. A foreign object can be removed by means of the 
reverser.

INOCULANT DOSING SYSTEM
Keeping too much moisture out of ensiled material, applying 
preservatives as early as possible, and distributing them 
throughout the material are the key to high quality silage. The 
advanced inoculant dosing system that can be installed on this 
machine as an option allows solving all the three problems 
effectively and simultaneously. With a 5L reservoir, the system can 
run non‑stop for 10 hours.

BLOWER
The blower in the machine unloading system makes it possible 
for the chopped material to travel at a high speed, allowing the 
compaction of silage in a vehicle, which guarantees that this 
vehicle is loaded to the full.

Engine

Manufacturer/model YAMZ‑238 

Type turbocharged V8

Rated power, h.p. (kW) 290 (213)

Fuel tank capacity [L] 540

Feeding system

Width [mm] 680

Number of rolls 5

Reverse hydraulic

Metal detector ●

Cutterhead

Diameter/width [mm] 750/650

Number of knives 24 (V pattern)

Speed [rpm] 838

Length of cut [mm] 3.5 / 8 / 20

Length of cut adjustment switched from
the cab

Mechanical sharpening device ●

Kernel processor ●

Type removable, rotary

Rotor speed [rpm] 3,848
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CONVENIENT CAB
The machine comes with Comfort Cab which is fully compliant 
with current ergonomics standards. The cab is equipped with an 
air conditioner, heater, and beverage cooler as standard. The main 
controls of the machine are located on the control panel to the 
right of the operator. When in the seat, the operator can perfectly 
see all the required areas.
Control panel with easy‑to‑access buttons, user‑friendly symbols 
and contrasting marking. Refrigerator, air conditioner and audio 
system. Adjustable steering column and driver’s seat may be easily 
adjusted to anatomic features of any operator. Information panel 
with the automatic process monitoring system. Ergonomic control 
joystick with hot keys.



DON 680M  
Forage Harvesters

Unloading system

Blower rotor diameter [mm] 510

Rotor speed [rpm] 1 678

Spout rotation angle [deg.] 180

Inoculant dosing system ○

Ground drive

Transmission hydrostatic

Road speed [km/h] up to 20

Field speed [km/h] up to 10

Clearance [mm] 340

Cab

Comfort Cab1 specification ●

Adviser2 information system ●

Overall dimensions (w/o header)

Length/width/height [mm] 8,600 / 3,880 /
3,940

Machine weight without headers [kg] 9,400

Headers

Coarse crop header [m] (rows) 4.0 / 4.5 (6)

Grass header [m] 5.0

Windrow pickup [m] 3.0

●   standard          ○   option

Rostselmash reserves the right to improve individual machine  
characteristics without prior notice to the market

v.211223

1  Comfort Cab is a spring‑mounted airtight dual cab with improved noise insu‑
lation, air conditioner, heater, beverage cooler, radio.

2  Adviser is an information system with LCD, situational framing and voice alerts.

TIME-TESTED
The machine is designed for the medium to small livestock 
farms with a herd of up to 500 head, or the large livestock 
farms using the machines of this class for offering the 
animals daily feeds.
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